Residual (S/m)
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SENSOR SERIAL NUMBER: 0455 SBE 45 CONDUCTIVITY CALIBRATION DATA
CALIBRATION DATE: 07-Feb-25 PSS 1978: C(35,15,0) = 4.2914 Siemens/meter
COEFFICIENTS:
g = -1.090047e+000 CPcor = -9.5700e-008
= 1.434180e-001 CTcor = 3.2500e-006
= -2.643189e- 003 VWBOTC = 8.9947e-008

h
i
j 1. 793220e- 004

BATH TEMP BATH SAL BATH COND INSTRUMENT INSTRUMENT RESIDUAL

€ C) (PSU) (S/m) OUTPUT (Hz) COND (S/m) (S/m)
22. 0000 0.0000  0.00000 2816. 67 0.00000  0.00000
1.0000  34.5655  2.95656 5488. 86 2.95645  -0.00012
4.5000  34.5458  3.26171 5695. 02 3.26183  0.00012
15.0000  34.5030  4.23723 6308. 20 4.23730  0.00007
18.5000  34.4931  4.58010 6509. 70 4.58007  -0.00003
24.0000  34.4807  5.13419 6822. 37 5.13407  -0.00012
29.0000  34.4728  5.65235 7101.91 5.65242  0.00007
32.5000  34.4637 6. 02142 7294. 19 6.02176  0.00034

f = Instrument Output(Hz) * sgrt(1.0 + WBOTC * t) / 1000.0

t = temperature (°C); p = pressure (decibars); &= CTcor; &= CPcor;
Conductivity (Sm) = (g+h* f+i* £ +j* )/ (L+8* t+¢* p)
Residual (Siemens/meter) = instrument conductivity - bath conductivity

Date, Slope Correction

@ 16-Jul-23 0.9995070
A 07-Feb-25 1.0000000
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